ARTERIORS

MELT WALL SCONCE

Workshop/APD
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GADWCIS MELT SCONCE

GADWCI15

Smoke, Cast Glass

APPEARANCE

Materials
Finishes
Finish Will Vary

Top Coat/Sealant

DIMENSIONS

Overall
Backplate

Wall Sconce Hanging
Orientation

Center of Mount from
Bottom

WIRING

Wire Rating

Cord

Cord Length

Socket

Maximum Wattage
Voltage

LED Color Temperature

LED Compatible
Dimmer

LED CRI
LED Lifespan (Hours)
Spare Driver Included

LED Lumens

ARTERIORS

The Melt sconce pairs two overlapping drops of textured smoke cast glass, their

fluid forms secured against an English bronze—plated iron backplate. The layered

composition scatters and diffuses light, creating depth, dimension, and a soft

atmospheric glow. Certified for damp locations and intended for interior use. Finish

will vary.

Cast Glass, Plated Iron
Smoke, English Bronze
Yes

Yes

W:75inxD:4inxH:14in
D:Tinx Dia:6in

Vertical Only

H:11in

Damp
Black/White, SVT
0.5 ft

1, Integrated LED
5.0

T0-120 V

2700K

0-10 V Dimmer

90+
20,000
No
300

CERTIFICATIONS & COMPLIANCY

Compliancy
SHIPPING

Product Weight

Gross Weight 1
Shipping Box 1
ADDITIONAL INFO

Features

CONTRACT

Contract Suitability

RoHS

5.7 lbs
7.0 lbs
W:7.6inxD:11.5inx H:17.5in

ADA

Contract Suitable As Is



